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PARTIAL LAYOUT PLAN "A" @ STADIUM ENTRY
SCALE: 1/8"=1'-0"
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PARTIAL LAYOUT PLAN "B" @ STADIUM ENTRY
SCALE: 1/8"=1'-0"
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1. REFER TO ARCHITECT'S PLANS FOR ALL BUILDING DIMENSIONS. 
 
2. WRITTEN DIMENSIONS SHALL PREVAIL.  DO NOT SCALE DRAWINGS 

UNLESS  OTHERWISE NOTED. 
 
3. CONTRACTOR SHALL STAKE THE LAYOUT PLAN IN THE FIELD AND 

HAVE STAKING APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO 
PROCEEDING WITH CONSTRUCTION. 

 
4. REPORT ALL LAYOUT DESCREPANCIES IMMEDIATELY TO THE 

LANDSCAPE ARCHITECT FOR A DECISION. 
 
5. ALL CURVE-TO-CURVE AND CURVE-TO-TANGENT INTERSECTIONS 

SHALL BE SMOOTH, NEAT, AND UNIFORM.  FORMWORK SHALL BE 
APPROVED BY THE LANDSCPE ARCHITECT PRIOR TO THE PLACEMENT 
OF CONCRETE.

LAYOUT NOTES:
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LAYOUT LEGEND:

TYPICALTYP.

SQUARE FOOTS.F.

LINEAR FOOTL.F.

CENTERLINEC.L.

EQUALE.Q.

ALIGN

KEYNOTES:
6' DECORATIVE BENCH, TYPICAL (14 TOTAL, THIS SHEET), SEE LANDSCAPE 
SPECIFICATIONS (SITE AMENITIES) AND DETAIL D, SHEET L4.1

1

ARCHITECTURAL FENCING, TYPICAL, SEE ARCHITECT'S DRAWINGS2

1" DIAMETER CLEAN BLACK CINDER GROUNDCOVER (NO FINES), TYPICAL  
APPROX. 821 S.F. THIS SHEET), SEE LANDSCAPE SPECIFICATIONS AND 
DETAIL C, SHEET L4.1

4

3/4" DIAMETER GRAVEL GROUNDCOVER, TYPICAL (APPROX. 375 S.F. 
TOTAL), SEE LANDSCAPE SPECIFICATIONS AND DETAIL C, SHEET L4.1

3

5 4" WIDE CONCRETE LANDSCAPE EDGING, TYPICAL (APPROX. 210 L.F. 
THIS SHEET), SEE  DETAIL C, SHEET L4.1

6 CONCRETE PAVING, TYPICAL, SEE ARCHITECT'S DRAWINGS

7 LINEAR-TYPE DEEP ROOT BARRIER, TYPICAL (APPROX. 118 L.F. TOTAL 
THIS SHEET, SEE LANDSCAPE SPECIFICATIONS)

7

7

1. TAPER DEPTH OF RE-NATURALIZED A'A STONE FROM 9" AVERAGE 
MINIMUM DEPTH TO ALIGN WITH FINISH GRADE ADJACENT TO SHRUB 
OR LAWN AREAS, AS SHOWN.

2. SET RE-NATURALIZED A'A STONES 1" MIN. BELOW FINISH GRADE IN 
AREAS ADJACENT TO PEDESTRIAN WALKWAYS, CURBS AND EDGE OF 
ASPHALT 

3. A'A STONES TO BE APPROVED AT SOURCE BY LANDSCAPE ARCHITECT 
PRIOR TO DELIVERY TO PROJECT SITE.

4. STONES SHALL BE MOUNDED ABOVE ADJACENT GRADES AND SHALL 
HAVE A NATURAL, UNDULATING APPEARANCE

5. FILL IN VOIDS BETWEEN LARGER STONES WITH SMALLER MATERIAL TO 
HIDE WEED BARRIER.

RE-NATURALIZED A'A STONE  NOTES:

11
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1. REFER TO ARCHITECT'S PLANS FOR ALL BUILDING 
DIMENSIONS.

2. WRITTEN DIMENSIONS SHALL PREVAIL.  DO NOT 
SCALE DRAWINGS UNLESS  OTHERWISE NOTED.

3. CONTRACTOR SHALL STAKE THE LAYOUT PLAN IN 
THE FIELD AND HAVE STAKING APPROVED BY THE 
LANDSCAPE ARCHITECT PRIOR TO PROCEEDING 
WITH CONSTRUCTION.

4. REPORT ALL LAYOUT DISCREPANCIES 
IMMEDIATELY TO THE LANDSCAPE ARCHITECT 
FOR A DECISION.

5. ALL CURVE-TO-CURVE AND CURVE-TO-TANGENT 
INTERSECTIONS SHALL BE SMOOTH, NEAT, AND 
UNIFORM.  FORMWORK SHALL BE APPROVED BY 
THE LANDSCAPE ARCHITECT PRIOR TO THE 
PLACEMENT OF CONCRETE.

PARTIAL LAYOUT PLAN "B" @ KALANIKOA STREET MEDIAN
SCALE: 1/8"=1'-0"

B

North

PARTIAL LAYOUT PLAN "A" @ KALANIKOA STREET MEDIAN
SCALE: 1/8"=1'-0"

A

North
K  A  L  A  N  I  K  O  A          S  T  R  E  E  T

K  A  L  A  N  I  K  O  A          S  T  R  E  E  T

2 1

5 3 6

4

7

2 1

53
6

4

7

2 1" DIAMETER CLEAN BLACK CINDER GROUND- 
COVER (NO FINES), TYPICAL (APPROX. 5,117 S.F. 
TOTAL THIS SHEET, SEE DETAIL C, SHEET L4.1)

KEYNOTES:

1 LINEAR-TYPE DEEP ROOT BARRIER, TYPICAL 
(APPROX. 156 L.F. TOTAL THIS SHEET, SEE 
SPECIFICATIONS)

ARCHITECTURAL FENCING, TYPICAL SEE 
ARCHITECTURAL DRAWINGS

4

EXISTING LIGHT FIXTURE, TYPICAL5

EXISTING UTILITY BOX, TYPICAL6

4" WIDE CONCRETE LANDSCAPE EDGING, TYPICAL 
APPROX. 314 L.F. TOTAL THIS SHEET, SEE DETAIL 
C, SHEET L4.1)

3

EXISTING CONCRETE CURB/PARKING LOT7

LAWN AREA, TYPICAL.  REMOVE EXISTING SOIL 
AND INSTALL 6" MINIMUM LAYER OF AMENDED 
TOPSOIL OVER ALL NEW LAWN AREAS.  SEE 
LANDSCAPE SPECIFICATIONS.

8

8

8

LAYOUT NOTES:

LAYOUT LEGEND:

TYPICALTYP.

ALIGN

SQUARE FOOTS.F.

LINEAR FOOTL.F.

CENTERLINEC.L.

EQUALE.Q.
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1. TAPER DEPTH OF RE-NATURALIZED A'A STONE 
FROM 9" AVERAGE MINIMUM DEPTH TO ALIGN 
WITH FINISH GRADE ADJACENT TO SHRUB OR LAWN 
AREAS, AS SHOWN.

2. SET RE-NATURALIZED A'A STONES 1" MIN. BELOW 
FINISH GRADE IN AREAS ADJACENT TO PEDESTRIAN 
WALKWAYS, CURBS AND EDGE OF ASPHALT 

3. A'A STONES TO BE APPROVED AT SOURCE BY 
LANDSCAPE ARCHITECT PRIOR TO DELIVERY TO 
PROJECT SITE.

4. STONES SHALL BE MOUNDED ABOVE ADJACENT 
GRADES AND SHALL HAVE A NATURAL, UNDULATING 
APPEARANCE

5. FILL IN VOIDS BETWEEN LARGER STONES WITH 
SMALLER MATERIAL TO HIDE WEED BARRIER.

RE-NATURALIZED A'A STONE  NOTES:
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PARTIAL PLANTING PLAN "A" @ STADIUM ENTRY
SCALE: 1/8"=1'-0"
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PARTIAL PLANTING PLAN "B" @ STADIUM ENTRY
SCALE: 1/8"=1'-0"
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1 45 GALLON PRITCHARDIA HILLEBRANDII/LOULU, TYPICAL  
(13 TOTAL, THIS SHEET)

KEYNOTES:

6' DECORATIVE BENCH, TYPICAL4

3/4" DIAMETER GRAVEL GROUNDCOVER, TYPICAL6

2 5 GALLON GARDENIA TAITENSIS/TAHITIAN GARDENIA, TYPICAL 
(41 TOTAL, THIS SHEET)

3 1 GALLON CORDYLINE FRUTICOSA/TI, TYPICAL (41 TOTAL, THIS SHEET)

5 ARCHITECTURAL FENCING, TYPICAL (SEE ARCHITECT'S DRAWINGS)

4" WIDE CONCRETE LANDSCAPE EDGING, TYPICAL8

7 1" DIAMETER CLEAN BLACK CINDER GROUNDCOVER (NO FINES), TYPICAL

1. ALL PLANTS ARE IDENTIFIED BY TYPICAL SYMBOLS.  PLANT QUANTITIES ARE 
APPROXIMATE AND ARE PROVIDED FOR THE CONVENIENCE OF THE LANDSCAPE 
CONTRACTOR.  IN THE EVENT THAT THERE ARE DISCREPANCIES IN PLANT COUNT, 
QUANTITIES INDICATED BY PLANT SYMBOLS SHALL PREVAIL. 

 
2. DO NOT WILLFULLY INSTALL PLANT OR LANDSCAPE MATERIAL IF A CONDITION EXISTS, 

AND/OR WHERE IT IS OBVIOUS IN THE FIELD THAT THE PROPOSED LAYOUT IS 
OBSTRUCTED BY AN EXISTING CONDITION, AND/OR GRADE DIFFERENCE THAT MAY 
NOT HAVE BEEN CONSIDERED IN THE DESIGN.  IT IS THE RESPONSIBILITY OF THE 
CONTRACTOR TO NOTIFY THE LANDSCAPE ARCHITECT SO THAT CONSTRUCTION CAN 
BE CORRECTED IN THE FIELD.  IF THIS NOTIFICATION IS NOT GIVEN, THE CONTRACTOR 
SHALL ASSUME FULL RESPONSIBILITY FOR ANY NECESSARY REVISIONS. 

 
3. ALL SOIL SHALL BE TESTED BY A CERTIFIED SOIL TESTING LABORATORY.  THE 

RESULTS OF THESE TESTS SHALL BE SUBMITTED TO THE LANDSCAPE ARCHITECT FOR 
REVIEW.  ALL SOIL AMENDMENTS RECOMMENDED IN THE SOIL TEST SHALL BE 
PROVIDED BY THE LANDSCAPE CONTRACTOR AND SHALL BE INSTALLED AS PART OF 
THIS CONTRACT. 

 
5. FINISH GRADE OF GRAVEL AND CINDER GROUNDCOVER TO BE 1/2" BELOW ADJACENT 

WALKS, CURBS AND PAVING, UNLESS INDICATED OTHEWISE ON DRAWINGS. 
 
6. ALL PROPOSED SHRUB AND GROUNDCOVER AREAS ARE TO BE TREATED WITH A 

PRE-EMERGENT WEED KILLER ("RONSTAR" OR EQUAL), UNITED HORTICULTURAL 
SUPPLY, HILO, HAWAII 935-7191.  APPLY PER MANUFACTURER'S SPECIFICATIONS. 

 
7. ALL FIELD STOCK TREES AND "SPECIMEN PLANTS" ARE TO BE SELECTED AND 

APPROVED BY LANDSCAPE ARCHITECT PRIOR TO DELIVERY TO THE SITE. 
 
8. ALL PLANT MATERIALS SHALL BE SET OUT AS SHOWN ON PLANS.  FINAL LOCATIONS 

SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO PLANTING.

PLANTING NOTES:

3

3 LINEAR-TYPE DEEP ROOT BARRIER, TYPICAL9

9
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PARTIAL PLANTING PLAN "B" @ KALANIKOA STREET MEDIAN
SCALE: 1/8"=1'-0"

B

North

PARTIAL PLANTING PLAN "A" @ KALANIKOA STREET MEDIAN
SCALE: 1/8"=1'-0"

A

North
K  A  L  A  N  I  K  O  A          S  T  R  E  E  T

K  A  L  A  N  I  K  O  A          S  T  R  E  E  T

1 45 GALLON PRITCHARDIA HILLEBRANDII/LOULU,  
TYPICAL (23 TOTAL, THIS SHEET)

KEYNOTES:

1 GALLON CORDYLINE FRUTICOSA/TI PLANT, 
TYPICAL (69 TOTAL, THIS SHEET)

4

2 45 GALLON CORDIA SUBCORDATA/KOU, TYPICAL 
(6 TOTAL, THIS SHEET)

3 5 GALLON GARDENIA TAITENSIS/TAHITIAN 
GARDENIA, TYPICAL (85 TOTAL, THIS SHEET)

5 LINEAR-TYPE DEEP ROOT BARRIER, TYPICAL

7 HYDROSEEDED AXONOPIS AFFINIS/CARPET 
GRASS, TYPICAL (APPROX. 2,060 S.F. TOTAL)

1. ALL PLANTS ARE IDENTIFIED BY TYPICAL SYMBOLS.  
PLANT QUANTITIES ARE APPROXIMATE AND ARE 
PROVIDED FOR THE CONVENIENCE OF THE LANDSCAPE 
CONTRACTOR.  IN THE EVENT THAT THERE ARE 
DISCREPANCIES IN PLANT COUNT, QUANTITIES 
INDICATED BY PLANT SYMBOLS SHALL PREVAIL. 

 
2. DO NOT WILLFULLY INSTALL PLANT OR LANDSCAPE 

MATERIAL IF A CONDITION EXISTS, AND/OR WHERE IT IS 
OBVIOUS IN THE FIELD THAT THE PROPOSED LAYOUT IS 
OBSTRUCTED BY AN EXISTING CONDITION, AND/OR 
GRADE DIFFERENCE THAT MAY NOT HAVE BEEN 
CONSIDERED IN THE DESIGN.  IT IS THE RESPONSIBILITY 
OF THE CONTRACTOR TO NOTIFY THE LANDSCAPE 
ARCHITECT SO THAT CONSTRUCTION CAN BE 
CORRECTED IN THE FIELD.  IF THIS NOTIFICATION IS 
NOT GIVEN, THE CONTRACTOR SHALL ASSUME FULL 
RESPONSIBILITY FOR ANY NECESSARY REVISIONS. 

 
3. ALL SOIL SHALL BE TESTED BY A CERTIFIED SOIL 

TESTING LABORATORY.  THE RESULTS OF THESE TESTS 
SHALL BE SUBMITTED TO THE LANDSCAPE ARCHITECT 
FOR REVIEW.  ALL SOIL AMENDMENTS RECOMMENDED 
IN THE SOIL TEST SHALL BE PROVIDED BY THE 
LANDSCAPE CONTRACTOR AND SHALL BE INSTALLED 
AS PART OF THIS CONTRACT. 

 
5. FINISH GRADE OF GRAVEL AND CINDER GROUNDCOVER 

TO BE 1/2" BELOW ADJACENT WALKS, CURBS AND 
PAVING, UNLESS INDICATED OTHEWISE ON DRAWINGS. 

 
6. ALL PROPOSED SHRUB AND GROUNDCOVER AREAS 

ARE TO BE TREATED WITH A PRE-EMERGENT WEED 
KILLER ("RONSTAR" OR EQUAL), UNITED 
HORTICULTURAL SUPPLY, HILO, HAWAII 935-7191.  
APPLY PER MANUFACTURER'S SPECIFICATIONS. 

 
7. ALL FIELD STOCK TREES AND "SPECIMEN PLANTS" ARE 

TO BE SELECTED AND APPROVED BY LANDSCAPE 
ARCHITECT PRIOR TO DELIVERY TO THE SITE. 

 
8. ALL PLANT MATERIALS SHALL BE SET OUT AS SHOWN 

ON PLANS.  FINAL LOCATIONS SHALL BE APPROVED BY 
THE LANDSCAPE ARCHITECT PRIOR TO PLANTING. 

 
9. REMOVE EXISTING SOIL AND INSTALL 6" MINIMUM LAYER 

OF AMENDED TOPSOIL OVER ALL NEW LAWN AREAS 
ONLY.  SEE LANDSCAPE SPECIFICATIONS.

PLANTING NOTES:

DECORATIVE FENCING, TYPICAL 
SEE ARCHITECTURAL DRAWINGS

9

EXISTING LIGHT FIXTURE, TYPICAL10

EXISTING UTILITY BOX, TYPICAL11

4" WIDE CONCRETE LANDSCAPE EDGING, TYPICAL8

3 4 2 16 5

10 7 8 11

9
EXISTING CONCRETE CURB/PARKING LOT12

12

3 4 2 16 5
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6 1" DIA. CLEAN BLACK CINDER GROUNDCOVER 
(NO FINES), TYPICAL

LT
B

LT
B

/M
M

T

LT
B

/M
M

T

L3
.2

A
D

D
E

N
D

U
M

  N
O

. 1
11

/1
6/

12
1

1
MATERIAL
CHANGE

1
MATERIAL
CHANGE

1
NOTE
CHANGE



FL
EM

IN
G 

&

HI
LO

, H
AW

AI
I

55
7 

M
AN

ON
O 

ST
RE

ET
As

so
ci

at
es

, L
LC

SH
EE

T 
N

O
.

BU
IL

D
IN

G
 A

D
D

IT
IO

N
 &

 IM
PR

O
VE

M
EN

TS

JO
B

 N
O

.: 
P

R
-4

16
6

TM
K

: (
3)

 2
-2

-3
3:

 0
01

H
IL

O
, H

AW
A

II

C
O

U
N

TY
 O

F 
H

AW
A

I'I
D

E
PA

R
TM

E
N

T 
O

F 
PA

R
K

S
 &

 R
E

C
R

E
AT

IO
N

10
1 

PA
U

A
H

I S
TR

E
E

T;
 S

U
IT

E
 6

 / 
H

IL
O

, H
AW

A
II 

96
72

0 
/ P

H
O

N
E

: 8
08

.9
61

.8
31

1 
/ F

A
X

: 8
08

.9
61

.8
41

1

__
_

D
ES

IG
N

ED
 B

Y:

C
H

EC
KE

D
 B

Y:

D
R

AW
N

 B
Y: O

F 
   

   
  S

H
EE

TS
__

_
D

AT
E:

M
AR

K
D

AT
E

D
ES

C
R

IP
TI

O
N

R
EV

IE
W

ED
:

D
AT

E
D

EP
AR

TM
EN

T 
O

F 
PA

R
KS

 A
N

D
 R

EC
R

EA
TI

O
N

PL
AN

 S
H

EE
T

TH
IS

 W
OR

K 
W

AS
 P

RE
PA

RE
D 

BY
 

M
E 

OR
 U

ND
ER

 M
Y 

SU
PE

RV
IS

IO
N.

EX
PI

R
ES

: 0
4-

30
-2

01
4

D
ES

C
R

IP
TI

O
N

:

ED
IT

H
 K

AN
AK

A'
O

LE
 M

U
LT

I-P
U

R
PO

SE
 S

TA
D

IU
M

O
C

TO
B

E
R

 2
6,

 2
01

2

LEONA
RD

B I
SEL

T.

H

A
W

A
II

,
U.

S.

A.

LI
CE

NS
ED

!
PR

OF
ES

SI
ON

AL
!

LA
ND

SC
AP

E!
AR

CH
IT

EC
T!

No
. 8

36
4

DE
TA

IL
S/

PL
AN

T 
LI

ST

SHRUB PLANTING
NOT TO SCALEB

2 X ROOTBALL WIDTH

TAMPED - PREPARED BACKFILL MIX 
(WATER SETTLED)

EXISTING UNDISTURBED 
SUBGRADE

1-
1/

2 
X

 R
O

O
TB

A
LL

 D
E

P
TH

TREES/PALMS:
QUANTITY SIZE BOTANIC NAME COMMON NAME NOTES
13 45 GALLON PRITCHARDIA HILLEBRANDII LOULU FULL IN POTS, MIN. 6'-10' OVERALL HEIGHT

SHRUBS:
QUANTITY SIZE BOTANIC NAME COMMON NAME NOTES
41 5 GALLON GARDENIA TAITENSIS TAHITIAN GARDENIA FULL IN POTS, MIN. 3' TALL
41 1 GALLON CORDYLINE FRUTICOSA TI FULL IN POTS, MIN. 18"-24" TALL

TREES/PALMS:
QUANTITY SIZE BOTANIC NAME COMMON NAME NOTES
6 45 GALLON CORDIA SUBCORDATA KOU FULL IN POTS, MIN. 15' OVERALL HEIGHT, 4"-6" CALIPER, 6ʻ SPREAD

23 45 GALLON PRITCHARDIA HILLEBRANDII LOULU FULL IN POTS, MIN. 12' OVERALL HEIGHT, 4" CALIPER, 8ʻ SPREAD

SHRUBS:
QUANTITY SIZE BOTANIC NAME COMMON NAME NOTES
85 5 GALLON GARDENIA TAITENSIS TAHITIAN GARDENIA FULL IN POTS, MIN. 3' TALL
69 1 GALLON CORDYLINE FRUTICOSA TI FULL IN POTS, MIN. 18"-24"' TALL

GROUNDCOVER:
QUANTITY SIZE BOTANIC NAME COMMON NAME NOTES
2,060 S.F.  HYDROSEEDED AXONOPIS AFFINIS CARPET GRASS

PLANT LIST - ADDITIVE ALTERNATE #2

PLANT LIST - ADDITIVE ALTERNATE #6

LT
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PALM PLANTING/GUYING
NOT TO SCALEA

12"
MIN.

12"
MIN.

CUT 1/4 OF FROND LENGTH 
IN UPPER CANOPY

CUT 1/3 OF FROND LENGTH 
IN LOWER CANOPY

PROTECT HEART AND TIP FROM DAMAGE DURING 
TRANSPORTING AND TRANSPLANTING

UPPER CANOPY
LOWER CANOPY

FERTILIZER TABLETS:  21 GRAM, AGRIFORM,  
GRO-POWER, OR APPROVED EQUAL  
(AVOID CONTACT WITH ROOTS)

SCARIFY EXISTING SUBGRADE AN ADDITIONAL 6"  
DEPTH. INCORPORATE 1/4 LB. "MAGAMP" (7-40-60) 
SLOW RELEASE FERTILIZER AND 2 LBS "FERTO"  
(6-4-2) HUMUS, OR APPROVED EQUAL.

EXISTING UNDISTURBED SUBGRADE

O
R

 1
2"

 B
E

LO
W

 E
X

IS
TI

N
G

 
S

U
B

G
R

A
D

E
 W

H
IC

H
- 

E
V

E
R

 IS
 G

R
E

A
TE

R

1-
1/

2 
X

 R
O

O
TB

A
LL

 D
E

P
TH

NOTE:  
PROTECT TRUNK FROM ROPE SLING BURNS 
AND ABRASIONS DURING MOVING.

30" LONG, #7 REBAR STAKES   
TO ATTACH ANCHOR GUYS 
(FOR FIELD STOCK TREES) 

3- STRANDS "ARBOR TIE" (WHITE): DEEP 
ROOT PARTNERS, OR APPROVED EQUAL

SET TOP OF ROOTBALL 1/2"  
ABOVE FINISH GRADE OF BACKFILL

ROOTBALL (SET ON FIRM PIT BOTTOM)

AMENDED BACKFILL 
(SEE PLANTING SPECIFICATIONS)

1" DIA. CLEAN BLACK CINDER (NO FINES),  
TYPICAL,  6" MINIMUM DEPTH

6" M
IN

.
12

"
M

IN
.

WEED BARRIER FABRIC: TYPAR  NON- 
BIODEGRADABLE POLYPROPOLENE 
FABRIC, OR APPROVED EQUAL

SET CROWN OF PLANT 1/2" 
ABOVE FINISH GRADE

AMENDED BACKFILL 
(SEE PLANTING SPECIFICATIONS)

DECORATIVE BENCH CONCRETE RISER DETAILD

FRONT ELEVATION OF ASSEMBLED BENCH

3"

14
 1

/2
"

17
"

1"

2 1/2"

NEW CONCRETE SLAB (SEE ARCHITECT'S DRAWINGS)

PROVIDE 1" HIGH CAST-IN PLACE CONCRETE RISER, TYPICAL
FINISH 
SURFACE 
OF PAVING

RIGHT END  ELEVATION OF ASSEMBLED BENCH

9"

18"

17
"

14
 1

/2
"

1"

C.L.

NEW CONCRETE SLAB (SEE ARCHITECT'S DRAWINGS)

PROVIDE 1" HIGH CAST-IN PLACE CONCRETE RISER, TYPICAL
FINISH SURFACE OF PAVING

A'A STONE GROUNDCOVER / CONCRETE EDGING / ILI'ILI STONE GROUNDCOVER
NOT TO SCALEC

4" VARIES

NOTE:  
SET GRAVEL AND CINDER GROUNDCOVERS  
1/2" BELOW FINISH GRADE IN AREAS ADJACENT 
TO PEDESTRIAN WALKWAYS

1/
2"

 T
Y

P
.

EXISTING UNDISTURBED SUBGRADE

4" MIN. COMPACTED BASE COURSE (SLOPE TO DRAIN)

4" WIDE x 15" DEEP CAST-IN-PLACE CONCRETE BORDER

2 - #4 REBAR, CONTINUOUS, TYPICAL

CONCRETE WALKWAY, TYP. 
SEE ARCHITECT'S DRAWINGS
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WEED BARRIER FABRIC: TYPAR NON-BIODEGRADABLE 
POLYPROPOLENE FABRIC, OR APPROVED EQUAL

1" DIA. CLEAN BLACK CINDER (NO FINES, 6" MIN. DEPTH), 
AS LABELED ON LAYOUT PLANS, SHEET L2.1 AND L2.2

ARCHITECTURAL FENCE, 
SEE ARCHITECT'S DRAWINGS

3/4" DIA. GRAVEL GROUNDCOVER  
(4" MIN. DEPTH), AS LABELED ON 

LAYOUT PLANS, SHEET L2.1 AND L2.2
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1" DIA. CLEAN BLACK CINDER  
(NO FINES), TYPICAL,   

6" MINIMUM DEPTH

WEED BARRIER FABRIC: TYPAR  NON- 
BIODEGRADABLE POLYPROPOLENE 
FABRIC, OR APPROVED EQUAL

FERTILIZER TABLETS:  21 GRAM, AGRIFORM, 
GRO-POWER, OR APPROVED EQUAL  
(AVOID CONTACT WITH ROOTS)

ROOTBALL: SET ON FIRM PIT BOTTOM
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